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15.5

Manual Clamp interchangeable 
with 82M-3 and 82M-6
Manual clamp with toggle lock mechanism is 
interchangeable with 82M-3 (Size 50 + 63) and 
82M-6 in application and operating dimensions.

Application
• Mainly in jigs for automotive prototype production

Technical features
• Robust steel device
• Different clamping arm dimensions available
• Clamping arm mountable in horizontal or 

vertical position
• Compact design
• Opening angle adjustable by using hold 

o  pen device
• Hold open device available

Technical data
• Standard opening angle 120°
• Holding capacaty 160Nm
• Weight 5,0 kg

52H50-503-2-0
Clamping position horizontal

52H50-543-2-0
Clamping position vertical

Order no. Code for 52H50-5…

Basic model Clamp arms Locking device

0 = without locking device
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A = locking device
with spring
loaded pin

(two hand 
unlocking device)

B = locking device with clip

90° - Version

180° - Version

H

H

503 (H = 15 mm) 537 (H = 25 mm) 545 (H = 45 mm)

513 (H = 15 mm) 539 (H = 25 mm) 514 (H = 15 mm) 538 (H = 25 mm)

543
(H = 15 mm)

577
(H = 25 mm)

585
(H = 45 mm)

553
(H = 15 mm)

579
(H = 25 mm)

554
(H = 15 mm)

578
(H = 25 mm)

Example Order no.: - - -52H50 503 2 A
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Precision Manual Clamps

Series 52H50 Standard Dimensions
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Spare parts

52H50-5__-2-A 52H50-5__-2-B

… with spring loaded pin … with clip

Area of interference

Area of interference

Model
Opening

angle

Weight
~

(kg)

Holding
capacity

max.
(Nm)

Clamping 
arm position

"H"

  52H50-503-2-_

120° 5 160

central
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25
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Description Order no.

Handle 250301

Description Order no.

Hold open device „A“ 52H50-5-2-A

Hold open device „B“ 52H50-5-2-B

Accessories
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